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1.	 FOREWORD
1.1	 USER DESCRIPTION
This installation and user manual is intended for the end user of the 
KLIMA Lift.

The end user includes, amongst other people: 
	» Professional HVAC installers, maintenance engineers, and 

technicians.

The machine must only be installed and operated by authorised and 
qualified persons aged 18 or over, who: 

	» have read and will observe the installation and user manual 
and the safety instructions contained in it.

	» are familiar with basic safety and accident prevention rules.
	» are aware of all possible dangers and will act accordingly.
	» are authorised to operate the KLIMA Lift.

The required maintenance and/or inspection work as described in 
this installation and user manual may be performed by the above 
persons, except where explicitly stated to the contrary. The exception 
is personal protective equipment. These should always be inspected 
and certified by recognised companies/bodies.
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1.2	 CONVENTIONS USED IN THIS MANUAL
The KLIMA Lift is also referred to as “the machine”.

The following style conventions are used in this document:

Bold
Names of product elements and buttons

Italics 
Titles of publications referred to in text
Emphasis (e.g., a new term)

1.3	 EXPLANATION OF SAFETY NOTICES

 DANGER

DANGER! indicates a hazard with a high level of risk that, if not avoided, 
will result in death or severe injury.

 WARNING

WARNING! indicates a hazard with a medium level of risk that, if not 
avoided, may result in death or severe injury.

 CAUTION

CAUTION! indicates a hazard with a low level of risk that, if not 
avoided, may result in minor to moderate injury.

NOTICE

NOTICE indicates information that is considered important, but does 
not imply any danger.
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1.4	 EXPLANATION OF THIS MANUAL
Observe all instructions. This prevents fires, explosions, electric 
shocks, or other hazards that could result in property damage and/or 
severe or fatal injuries.

Keep all safety provisions and instructions for future use and pass 
them on to subsequent users of the machine.

The manufacturer is not responsible for cases of property damage 
or injury caused by improper handling or non-compliance with the 
safety instructions. This will void the warranty.

1.5	 OBTAINING DOCUMENTATION AND INFORMATION
The latest version of the documentation is available at info@hvaclift.
nl

Please contact HVAC BV if you have any questions about the 
documentation, the machine, special tools, materials, technical 
support, or if you want to order user instructions:

HVAC BV
Albartsweg 4a
7913 VL HOLLANDSCHEVELD
NETHERLANDS

Email: info@hvaclift.nl
https://www.hvaclift.nl
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2	 DESCRIPTION OF THE MACHINE
2.1	 INTENDED USE AND REASONABLY FORESEEABLE 
MISUSE

The KLIMA Lift is intended for use:
	» For hoisting an air conditioning outdoor unit or heat pump 

placed on an approved horizontal wall bracket.
	» With approved brackets that

	» are able to support the combined weight of the KLIMA 
Lift and the load to be lifted.

	» are attached to concrete or solid walls.
	» As a cable pull for devices not exceeding the maximum 

authorised load as stated in the section Technical data.
	» For use by a single person.
	» In dry and calm weather conditions.

The KLIMA Lift is not intended:
	» For installation on or to any elements other than the ones 
specified in this manual.

	» For hoisting goods other than an air conditioning outdoor unit 
or a heat pump.

	» For hoisting goods that are heavier than the maximum 
permitted load of 75 kg.

	» For use in (weather) conditions that hinder or prevent safe 
working.

	» For hoisting people or animals.
	» For hoisting hazardous materials, hot, and/or molten masses or 

hot liquids.

The machine should only be used in accordance with the 
instructions in this manual. Any use other than that described in this 
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manual is considered unintended use. The machine should only be 
operated with original spare parts.

2.2	 OVERVIEW OF THE PROCESS
The KLIMA Lift is delivered in parts and assembled before use.

The KLIMA Lift is used in combination with both wall brackets of the 
device to be lifted. These can be, for example, the wall brackets of the 
outdoor unit of an air conditioning unit. 

The KLIMA Lift is placed on the wall brackets and vertically levelled.

The load to be hoisted is properly attached to the hook of the cable 
pull, after which it is operated to hoist the load up or down.

The load is hoisted slightly higher than the wall brackets when 
hoisting up. The load is then correctly positioned and slowly lowered 
onto the wall brackets.

The load is lifted slightly first before hoisting down. The load is then 
positioned so that it can be hoisted down between the wall brackets.
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2.3	 TECHNICAL DATA

PARAMETER UNIT

Machine name KLIMA Lift

Description Cable pull for professional 
HVAC installers, maintenance 
engineers, and technicians.

Type/model KLIMA-001 1.0

Service life 
(Based on usage by an average 
installer. The time may be 
shorter at daily use)

5 to 10 years

Weight 
(fully assembled)

24 kg

Material RVS AISI 314

Maximum hoisting weight 
(working load)

75 kg

Static test coefficient 1.25

Minimum distance between 
wall brackets to be used

40 cm

Maximum distance between 
wall brackets to be used

78 cm

Operating and storage 
temperature

-20 °C to +65 °C

Relative humidity 0 - 85% (non-condensing)

Cable pull

Power supply 230 V (± 10 %)
50 Hz (± 1 %)
2.2 A
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PARAMETER UNIT

Energy consumption 500 W

Operating mode 
(ED - 20% - 10 minutes; 
ED = Intermittent mode 
without start-up procedure)

Maximum operation time in a 
10-minute period is 2.0 minutes.

Maximum hoisting height 11.5 m

Hoisting speed 8 m/min

Weight 10.5 kg

The value of A-weighted noise 
emission at the position of the 
operator 
(sound pressure level LpA)

< 75 dB *

Transport and storage 
temperature

-25 °C to +55 °C 
(maximum permitted 
temperature 70 °C)

Operating temperature 0 °C to 40 °C

Relative humidity < 86%

Maximum height above sea 
level

1000 m

* Noise and vibration values were determined in accordance with EN ISO 11201.



14 Installation and user manual HVACLIFT

2.4	 MACHINE PARTS

F E

D

C

B

A

M

G

H

I

J

L

K

ID PART ID PART

A Safety pin H Upright

B Top frame I Support arms (folding)

C Cable pull J Mounting bracket

D Hook K Hole for height 
adjustment

E Mains plug L Safety pin

F Remote control M Height adjustment frame

G Adjusting leg (for vertical 
alignment)
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2.5	 REMOTE CONTROL

N

O

ID PART ID PART

N Emergency stop O Pushbutton
(for lifting or lowering the 
load)
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2.6	 SAFETY DEVICES

SAFETY DEVICE FUNCTION

Double end stop Prevents the hoist cable from 
unwinding or winding up too 
far.

Emergency stop Immediately stops the cable 
pull safely in an emergency.

Overload protection 
(thermostat switch)

Stops the engine if it gets too 
hot when lifting a load that is 
too heavy. This prevents the 
motor of the cable pull from 
being overloaded. The engine 
can be used again once it has 
cooled down sufficiently. 

Never exceed the maximum 
permitted weight of 75 kg.

2.7	 NAMEPLATE
The nameplate is located on the frame of the KLIMA Lift.

H
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3	 SAFETY INSTRUCTIONS
 WARNING

YOU MUST READ AND UNDERSTAND THIS MANUAL AND THE 
SAFETY INSTRUCTIONS BEFORE USING THIS PRODUCT. FAILURE 
TO COMPLY WITH INSTRUCTIONS MAY RESULT IN SEVERE INJURY 
OR DEATH.

3.1	 SAFETY INSTRUCTIONS FOR THE CABLE PULL

Read all instructions of the cable pull Ⓐ and 
the warning markings on the cable pull and 
its accessories before using the KLIMA Lift. 
Instructions for the cable pull are included with 
the machine.

The maximum permitted weight to be hoisted 
with the KLIMA Lift is 75 kg. This differs from the 
information in the manual of the cable pull Ⓐ. 
Never exceed the maximum permitted lifting 
weight of 75 kg.
Use the cable pull only with the single hook 
provided. Never use a pulley to hoist more 
weight than the permitted 75 kg.

3.2	 SAFE USE OF THE MACHINE

3.2.1	 SAFETY INSTRUCTIONS FOR VULNERABLE PERSONS
	» This device is not intended for use by persons (including 

children) with limited physical, sensory, or mental abilities, or 
lack of experience and/or knowledge.

	» Keep children and other unauthorised persons away from the 
machine.
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3.2.2	 SAFETY INSTRUCTIONS ON INTENDED USE AND 
REASONABLY FORESEEABLE MISUSE

	» Only use the machine in accordance with the instructions and 
within the specified performance limits as described in this 
installation and operating manual.

3.2.3	 PERSONAL PROTECTIVE EQUIPMENT
	» Always use fall protection and, if necessary, safety nets, and 

edge protection when working at heights on roofs. Always 
follow locally applicable standards, regulations, and rules for 
safe working.

	» Always wear appropriate protective clothing and personal 
protective equipment to match the environment and 
conditions in which the product is installed, such as work 
gloves, safety shoes (at least class S3), safety helmet, hearing 
protection, and safety glasses, when hoisting.

3.2.4	 SAFETY INFORMATION ON USE
	» Always be alert and act with caution when operating the 

machine. Do not use any electrical devices if you suffer from 
issues focusing or a lack the necessary awareness, or if you are 
under the influence of drugs, alcohol, or medication. Even the 
slightest inattention may lead to severe accidents and injuries 
when using electrical devices.

	» Always take a stable working position when working at height. 
Always ensure adequate support and balance. Use suitable fall 
protection if required.

	» Always keep your working area of the machine clean and tidy 
to avoid dangers due to dirt, grease, oil, and any loose parts.

	» Always make sure the machine and any grips are clean and 
grease-free.

	» Always make sure that the working area is well lit.
	» RISK OF SEVERE INJURY! Use only approved wall brackets 

anchored to a solid wall with the corresponding fasteners. 
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Always read the documentation of the wall brackets used and 
determine whether they are suitable for use with the KLIMA 
Lift and the combined weight of the load and the KLIMA Lift.

	» RISK OF SEVERE INJURY! Remove the KLIMA Lift only once 
the load has been secured and there is no more tension on 
wire rope of the cable pull.

	» Always make sure that the hook moves in the same direction 
as indicated on the control switch.

	» Avoid rapid switch-on and switch-off (tipping mode).
	» RISK OF FIRE! Check that the earthed socket you want to 

use has no defects, that it is equipped with earth, and that a 
residual current device (30 mA) connected in accordance with 
the legal regulations before use. If this is not clear, contact a 
qualified electrician.

	» RISK OF SEVERE INJURY! Check before use that the voltage 
at the earthed socket you want to use matches that on the 
device's nameplate (AC 220-240 V, 50 Hz). If the mains voltage 
is not suitable, it may result in abnormal machine operation 
and injury. Damage caused by incorrect voltage is not covered 
by the warranty.

	» RISK OF ELECTRIC SHOCK! Only use the plug fitted to the 
device by the manufacturer and never change it. The plug 
must match the type of earthed socket used to reduce the risk 
of electric shock. 

	» RISK OF ELECTRIC SHOCK! The plug is equipped with 
protective earth. Do not remove the earth contacts from the 
plug. Improper use of earthing may result in electric shock.

	» RISK OF FIRE! Only connect the device to a fixed, earthed 
socket. Do not use an extension cable, plug adapter, junction 
box, or table socket and the like. 

	» RISK OF ELECTRIC SHOCK! Never pull the power cable to carry, 
move, or unplug the device from the earthed socket. Keep 
the power cable away from heat, oil, sharp edges, and moving 
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parts. Do not modify or immerse the power cable in water or 
any other liquids. Do not twist or kink the power cable. Do not 
roll up the power cable too tightly after use or wind it around 
the device; this may damage the insulation layer! Damaged or 
tangled power cables increase the risk of electric shock.

	» RISK OF ELECTRIC SHOCK! Never not touch the device, plug, 
and power cable with wet or damp hands. Only use the device 
with clean, dry hands.

	» RISK OF TRIPPING! Make sure no one can step on (electrical) 
cables or trip over them. Do not place objects on the cables.

	» Remove the plug from the earthed socket when the machine 
is not in use.

	» Remove the plug from the earthed socket if you hear strange 
noises, smell a strange odour or smoke develops.

	» RISK OF SEVERE INJURY OR DEATH! Never exceed the 
maximum permitted lifting weight of 75 kg.

	» Only use the machine in complete and good condition.
	» Never use the machine in adverse weather conditions, such as 

high winds, rain or thunderstorms, as this increases the risk of 
accidents.

	» Ensure the surface on which the ladder stands is stable to 
prevent tipping or sliding.

	» RISK OF SEVERE INJURY OR DEATH! Secure the hoist area 
with fences, barrier tape, or traffic cones, or the like. Consider 
possible swinging of the load in this. Prevent unauthorised 
persons from entering the hoisting area. 

	» RISK OF SEVERE INJURY OR DEATH! Ensure no persons are 
directly underneath the suspended load to avoid injury in case 
of hoisting system failure. Never stand or work under the lifted 
load.

	» Avoid stretching or leaning over the eaves as this can 
destabilise a safe position.
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	» Install fall protection or railings around the roof to prevent 
workers or materials from falling down.

	» Avoid any sudden movements of the load. 
	» Never lift any stuck or jammed loads as this may damage the 

machine.
	» Never expose the machine to shock loads.
	» Avoids rapid switching on and off of the cable pull (tipping 

mode).
	» Never lift any people or animals with the machine.
	» Never lift any hazardous substances, hot and/or molten masses, 

or hot liquids with the machine.
	» Never leave any loads suspended unattended without 

appropriate safety measures in place.
	» Never not pull any loads sideways or let them swing. This may 

render the load unstable.

3.2.5	 SAFETY INFORMATION ON MAINTENANCE
	» RISK OF SEVERE INJURY OR ACCIDENTS! Repair and 

maintenance work on the KLIMA Lift not mentioned in this 
manual should be carried out by authorised and specialised 
workshops. Repairs should only be performed by an electrical 
specialist,

	» Inspect the cable pull for damage and ensure that the control 
switch is in good condition before every use.

	» Changes to the system and technical modifications are not 
allowed. This will void the warranty.

	» Only use genuine spare parts.
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3.3	 EXPLANATION OF GRAPHICAL SYMBOLS

SYMBOL MEANING

The CE mark on the machine indicates that 
the manufacturer declares that the machine 
meets the requirements of relevant European 
health, safety, and environmental protection 
legislation.

The manual and safety instructions should be 
read before using the machine.

The maximum lifting weight is 75 kg.

Never exceed the maximum permitted lifting 
weight of 75 kg.

3.4	 SPECIFICATION OF TOOLS REQUIRED

TOOLS FEATURES INTENDED USE

Torque spanner 20 Nm Checking tightening torques.
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4	 PREPARATION AND ASSEMBLY OF THE 
MACHINE
4.1	 PREPARATION

4.1.1	 UNPACKING THE MACHINE

 WARNING
Keep packaging materials out of the reach of children. Packaging 
materials are no toys.

Unpacking the device:
1.	 Remove all packaging material and any transport fasteners.
2.	 Check that all parts are present and that the machine and 

parts are not damaged. See Content of the pack for more 
information.  
WARNING! Never operate the machine if it is damaged; 
contact the manufacturer. See Obtaining documentation and 
information for the contact details. Keep the packaging in this 
case.
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4.1.2	 PACKING CONTENT

A L

H

M
B

C

1x upright Ⓗ
1x height adjustment frame Ⓜ
1x top frame Ⓑ with cable pull Ⓒ
2x safety pin ⒶⓁ
2x eccentric lever
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4.2	 ASSEMBLY AND DISASSEMBLY OF THE MACHINE

4.2.1	 ASSEMBLY OF THE MACHINE

 WARNING
	» RISK OF SEVERE INJURY! Use only approved wall brackets 

anchored to a solid wall with the corresponding fasteners. 
Always read the documentation of the wall brackets used 
and determine whether they are suitable for use with the 
KLIMA Lift and the combined weight of the load and the 
KLIMA Lift.

	» Always take a stable working position when working at 
height. Always ensure adequate support and balance. Use 
suitable fall protection if required.

The machine is attached to the wall brackets during assembly.
 
Assembly of the machine:

1.	 Adjust the wall bracket to the size of the air conditioning 
outdoor unit or heat pump. 
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2.	 Slide the height adjustment frame Ⓜ into the upright Ⓗ and 
latch it with the safety pin Ⓛ.  
 

1 2

MH
L

3.	 Place the upright Ⓗ on the wall bracket with the support arms 
Ⓘ unfolded. 

4.	 Push the upright Ⓗ fully towards the wall. 
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1

2

H

I

5.	 Align the mounting brackets Ⓙ with the slotted holes in the 
wall bracket.

J

6.	 Insert the eccentric levers through the mounting brackets Ⓙ 
into the slotted holes of the wall bracket. 
NOTICE Screwing on hand-tight is sufficient.
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J

Use the attachment materials supplied with 
the air conditioning outdoor unit/heat pump to 
temporarily secure the HVAC KLIMA Lift if the 
wall bracket has round holes. 

7.	 Push the upright Ⓗ as far away from the wall as possible. 
Ensure that the eccentric levers are fully inserted at the front 
into the slotted hole of the wall brackets.
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H

 

8.	 Turn the T-bolt so that it hooks into the slotted hole. 
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9.	 Hold the T-bolt and turn the eccentric lever clockwise by 
several turns.  
 

10.	Push the eccentric lever down to secure the KLIMA Lift.  
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NOTICE If the eccentric lever is too loose 
or too tight, tighten or loosen it by one turn.

11.	 Adjust the adjusting leg Ⓖ until the upright Ⓗ is vertical. 
 

G

H

12.	Remove the safety pin Ⓛ for the height adjustment, and set 
the height adjustment frame Ⓜ to the correct height using 
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the height adjustment holes Ⓚ. 
NOTICE Please note that the load to be lifted must 
be lifted slightly higher than the wall brackets.

1 2

L

M

K

13.	Insert the safety pin Ⓛ and latch it to secure the height 
adjustment frame Ⓜ.

	  

1

2

M

L

14.	Insert the top frame Ⓑ into the height adjustment frame Ⓜ.  
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M

B

15.	Push the safety pin Ⓐ through the holes ⓐ all the way and 
close the latch ⓑ on the safety pin. 

1
2

a

b

A

 
16.	Remove the tape from the drum of cable pull Ⓒ at first use.
17.	Connect the cable pull Ⓒ to the power supply. 

NOTICE Place the power cable so that it cannot come near the 
cable pull while operating the machine.  
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4.2.2	 DISASSEMBLY OF THE MACHINE

 WARNING
	» Always take a stable working position when working at 

height. Always ensure adequate support and balance. Use 
suitable fall protection if required.

	» Only disassemble the KLIMA Lift after the load has been 
secured to the wall bracket and the cable of the cable pull is 
no longer under tension.

Disassembly of the machine:
1.	 Ensure the air conditioner outdoor/heat pump is secured to the 

wall bracket.
2.	 Disconnect the machine from the power supply.
3.	 Disconnect the load from the hook Ⓓ.
4.	 Remove the safety pin Ⓐ and remove the top frame Ⓑ from 

the height adjustment frame Ⓜ.
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2
1

3

M

B A

5.	 Remove both eccentric levers, by raising the lever and aligning 
the T-bolt at the bottom with the slotted hole.

1

2 3

If the air conditioning outdoor unit/heat 
pump fasteners supplied have been used 
to temporarily secure the HVAC KLIMA Lift, 
remove them and use them to secure the air 
conditioning outdoor unit/heat pump.
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6.	 Lift up the upright Ⓗ so that the support arms Ⓘ fold in and 
the entire assembly can be lifted off. 
 

H

I



37Installation and user manual HVACLIFT

Alternatively, if there is not enough space at the top:
a.	 Push up the upright Ⓗ from underneath so that the 

support arms Ⓘ fold in. 
b.	 Remove the upright Ⓗ by turning it slightly and lowering 

it between the air conditioning outdoor unit/heat pump 
and the wall.

H

I
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4.3	 COMMISSIONING OF THE MACHINE

 WARNING
	» RISK OF SEVERE INJURY! Use only approved wall brackets 

anchored to a solid wall with the corresponding fasteners. 
Always read the documentation of the wall brackets used 
and determine whether they are suitable for use with the 
KLIMA Lift and the combined weight of the load and the 
KLIMA Lift.

	» Always perform the static and dynamic tests before initial 
commissioning and document the tests in accordance with 
the instructions. If this is not done and no results can be 
presented, use of the KLIMA Lift is entirely at your own risk. 
Warranty shall lapse in this case.

	» Use all standard PPE (safety glasses, safety helmet, work 
gloves, work clothes, and work shoes).

	» Observe the local provisions.
	» The specified static and dynamic test load weights must not 

be exceeded.
	» Please contact HVAC BV if you have any questions or are not 

certain of how to perform the static and dynamic tests.

A static and a dynamic test should be performed before first use. The 
KLIMA Lift should be inspected for any defects afterwards.

The condition of the machine must be documented before, during, 
and after testing through photographs.

4.3.1	 PREPARATION FOR THE STATIC AND DYNAMIC TESTS
1.	 Document the condition of the KLIMA Lift for testing with 

photographs. Take photos of:
	» Top frame and upright
	» The safety pins
	» All welds
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	» The hook
2.	 Provide a power supply with protective earth.
3.	 Provide a static test load of 93.75 kg. 

NOTICE The static test load should be 125% of the working load 
(the working load is 75 kg).

4.	 Provide a dynamic test load of 82.50 kg. 
NOTICE The dynamic test load should be 110% of the working 
load (the working load is 75 kg).

5.	 Provide approved wall brackets anchored to a solid wall.
6.	 Secure the hoist area with fences, barrier tape, or traffic cones, 

or the like. Consider possible swinging of the load in this. 
Prevent unauthorised persons from entering the hoisting area. 

4.3.2	 PERFORMING THE STATIC AND DYNAMIC TEST

 WARNING
Ensure the hook does not rotate while hoisting.

To perform the static and dynamic tests:
1.	 Fasten the static test load (93.75 kg) correctly to the hook of 

the KLIMA Lift. Ensure that the static test load is balanced.
2.	 Perform the static test:

a.	 Fasten the static test load (93.75 kg) correctly to the 
hook of the KLIMA Lift. Ensure that the static test load is 
balanced.

b.	 Perform the static test by hoisting the static test load 
slightly off the ground following the instructions in 
chapter 5. 
WARNING! Do not lift the load any higher than necessary 
for the test — a small distance from the ground is 
sufficient

c.	 Lower the static test load to the ground and release it 
from the hook.

3.	 Inspect the KLIMA Lift for the following aspects and take 
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pictures to document its condition: 

	» Inspect all welds for any deformations or cracks.
	» Inspect the cable for any deformation or cracks.
	» Inspect the hook for any deformations or cracks.
	» Check that the cable pull still goes down and up.
	» Check that the emergency stop is working properly.

4.	 If there is no change or damage and the KLIMA Lift is 
functioning correctly proceed with step 5. 
WARNING! If any change or damage is observed or the 
machine does not work properly, do not operate the KLIMA Lift 
and contact HVAC BV.

5.	 Perform the dynamic test:
a.	 Fasten the dynamic test load (82.50 kg) correctly to the 

hook of the KLIMA Lift. Ensure the dynamic test load is 
balanced.

b.	 Perform the dynamic test by lifting the dynamic test 
load three times up and down in accordance with the 
instructions in chapter 5. 
WARNING! Never expose the machine to shock loads.

c.	 Lower the dynamic test load to the ground and remove it 
from the hook.

6.	 Inspect the KLIMA Lift for the following aspects and take 
pictures to document its condition: 

	» Inspect all welds for any deformation or cracks.
	» Inspect the cable for any deformation or cracks.
	» Inspect the hook for any deformations or cracks.
	» Check if the cable pull still goes down and up?
	» Check that the emergency stop is working properly.

7.	 If there is no change or damage and the KLIMA Lift is 
functioning correctly, then the KLIMA Lift is ready for use.  
WARNING! If any change or damage is observed or the 
machine does not work properly, do not operate the KLIMA Lift 
and contact HVAC BV.
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5	 USE
 WARNING
	» RISK OF SEVERE INJURY! Use only approved wall brackets 

anchored to a solid wall with the corresponding fasteners. 
Always read the documentation of the wall brackets used 
and determine whether they are suitable for use with the 
KLIMA Lift and the combined weight of the load and the 
KLIMA Lift.

	» Do not use the KLIMA Lift in wind, snow, rain, on wet 
(slippery) roof surfaces, in insufficient lighting, subject to 
extreme heat, or in any other conditions that render safe 
operation impossible.

	» Ensure the temperature and humidity are within the range 
indicated in the Technical Data.

	» Do not use the machine for hoisting to surfaces that are not 
level. 

	» For the full operating instructions of the cable pull Ⓐ read 
the cable pull manual supplied.

	» Ensure that a second person always keeps an eye on the 
load during hoisting when the load cannot be viewed 
directly.

	» Always make sure that the hook moves in the same 
direction as indicated on the control switch.

	» Avoids rapid switching on and off of the cable pull (tipping 
mode).
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5.1	 INSPECTING THE MACHINE BEFORE USE

Check before use if:
	» The top frame Ⓑ, the upright Ⓗ and the support arms Ⓘ are 

in good condition and not bent.
	» The safety pins Ⓐ Ⓛ are correctly tightened.

H

L

A

I

B

	» The bolts ⓐ of the cable pull Ⓒ are tight.

a

a

a

a

C
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	» The adjustment leg Ⓖ is properly adjusted and the KLIMA Lift 
is stable and vertical water pass.

G

H

	» The KLIMA Lift is correctly latched to the wall brackets.

	» The weight to be hoisted is 75 kg or less.
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5.2	 LIFTING AND MOVING THE MACHINE

1.	 Ensure you have enough room to lift and move the machine.
2.	 Check the path to be traversed for any obstacles.
3.	 Lift the machine and place it over one shoulder with the cable 

pull Ⓒ on its back. 
NOTICE Pay attention to the power cable.

4.	 Carefully place it in the desired location and ensure that it is 
stable.
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5.3	 HOISTING WITH THE MACHINE

5.3.1	 PREPARATION FOR HOISTING
1.	 Follow the steps in Inspecting the machine before use and 

make sure there is power on the hoisting point.
2.	 Secure the hoist area with fences, barrier tape, or traffic cones, 

or the like. Consider possible swinging of the load in this. 
Prevent unauthorised persons from entering the hoisting area.

3.	 Follow the steps in Assembly of the machine.

5.3.2	 LIFTING THE LOAD
1.	 Take the remote control Ⓕ and press the ▼button to lower the 

hook Ⓓ.
2.	 Place the load to be lifted under the cable pull Ⓒ.
3.	 Secure the load with lashing straps to the hook Ⓓ. 

NOTICE Ensure the load is safely and stably attached and 
cannot swing.

4.	 Take the remote control Ⓕ and press the ▲button to hoist up 
the load. 
WARNING! Risk of severe injury or death! The load must not 
swing or move too fast.

5.	 Position the load so that it can be hoisted up between the wall 
brackets.  
NOTICE Hoist the load slightly higher than the wall brackets.
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6.	 Position the load in the correct position. 
Press the ▼ button to lower the load onto the wall brackets.

7.	 Attach the load to the wall brackets as indicated by the 
instructions.

8.	 Disconnect the machine from the power supply. 
WARNING! Risk of severe injury or death! Remove the KLIMA 
Lift only once the load has been secured to the wall brackets 
and there is no more tension on wire rope of the cable pull.

5.3.3	 LOWERING THE LOAD
1.	 Secure the load with lashing straps to the hook Ⓓ. 
Ensure the load is securely and stably fixed.

2.	 Detach the load from the wall brackets. Ensure the load is 
completely loose.

3.	 Take the remote control Ⓕ and press the ▲ button to lift the 
load slightly.
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4.	 Position the load so that it can drop down between the wall 
brackets.  
 

5.	 Press the ▼ button to hoist the load down. 
WARNING! Risk of severe injury or death! The load must not 
swing or move too fast.

6.	 Disconnect the machine from the power supply. 
WARNING! Risk of severe injury or death! Do not remove the 
KLIMA Lift until the load is fully hoisted down and there is no 
more tension on wire rope of the cable pull.

5.4	 STORING THE MACHINE AFTER USE

 WARNING
	» RISK OF SEVERE INJURY! Remove the KLIMA Lift only once 

the load has been secured and there is no more tension on 
wire rope of the cable pull.

	» Keep the machine out of the reach of unauthorised persons 
and do not allow persons unfamiliar with the machine or 
these instructions to use the machine. 

	» Do not expose the machine to any shocks or drop it.
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Storing the machine:
1.	 Ensure the hoist cable is fully hoisted up.
2.	 Follow the steps in Disassembly of the machine.
3.	 Optionally, remove the safety pin Ⓛ and remove the height 

adjustment frame Ⓜ from the upright Ⓗ to save space if 
necessary.

4.	 Clean the machine if necessary.
5.	 Store the machine in a dry, clean, well-ventilated area.

 
5.5	 TRANSPORTING THE MACHINE

NOTICE
	» Secure the machine so that it cannot move during 

transport.
	» Make sure the machine cannot get wet during transport.

The machine can be transported in one piece. The height 
adjustment frame can be removed from the upright to save space if 
necessary.

Removing the height adjustment frame from the upright:
1.	 Place the machine on a stable surface.
2.	 Remove the safety pin Ⓛ.
3.	 Take the height adjustment frame Ⓜ out of the upright Ⓗ.

5.6	 CONDUCT IN AN EMERGENCY SITUATION

NOTICE
	» Use the emergency stop only in the event of an emergency 

situation
	» The cable pull is equipped with a thermostatic switch 

that automatically switches off the machine when the 
temperature of the cable pull is too high. The machine can 
be used again once it has cooled down sufficiently.
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5.6.1	 IN CASE OF EMERGENCY SITUATIONS
1.	 Immediately press the emergency stop Ⓝ on the remote 

control Ⓕ to stop the machine.

N

2.	 Remove any persons from the load and lifting area to avoid 
injury if the cable pull fails.

3.	 Stabilise the load to prevent it from swinging, falling or causing 
damage. Use additional safety lines or straps if necessary.

4.	 If the load has to be lowered immediately:
a.	 Unlock the emergency stop Ⓝ by turning it clockwise.
b.	 Lower the load slowly and in a controlled manner. Use 

manual methods if the cable pull is faulty.
5.	 Disconnect the cable pull from the power source if it is 

damaged or defective to avoid further risks.
6.	 Contact the emergency services if there is a risk of injury or 

structural damage.

5.6.2	 WHEN THE CABLE PULL LOCKS UP DURING HOISTING
1.	 Stabilise the load to prevent it from swinging, falling or causing 

damage. Use additional safety lines or straps if necessary.
2.	 Unplug the mains plug Ⓔ from the wall socket.
3.	 Remove any persons from the load and lifting area to avoid 

injury if the cable pull fails.
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6	 MAINTENANCE AND SERVICE
 WARNING
	» RISK OF SEVERE INJURY OR ACCIDENTS! Repair and 

maintenance work on the KLIMA Lift not mentioned in this 
manual should be carried out by authorised and specialised 
workshops. Repairs should only be performed by an 
electrical specialist.

	» Always disconnect the machine from the power supply 
before performing any maintenance or service work.

	» Never use any aggressive or abrasive cleaning agents, 
petrol, detergents, chemically impregnated wipes, or other 
cleaning solutions. They can damage the frame and the 
cable pull Ⓒ. 

	» Do not rinse off the machine and do not let any water get 
into the cable pull Ⓒ. 

	» Never use a steam cleaner or pressure washer to clean the 
machine.

6.1	 CLEANING THE FRAME
4.	 Disconnect the machine from the power supply.
5.	 Clean the frame with a clean, damp rag. 

6.2	 SERVICING THE KLIMA LIFT

Follow the maintenance and inspection 
intervals of the cable pull Ⓒ as stated in the 
cable pull manual. It is considered an integral 
part of the machine and is supplied with the 
machine.
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Servicing the KLIMA Lift:
1.	 Regularly inspect the KLIMA Lift and cable pull for damage.  

NOTICE Do not use the machine if it is damaged. Have the 
machine repaired before using it.

2.	 Ensure that the control switch and emergency stop are 
always in good, working condition.  
NOTICE Do not operate the machine when the control switch 
or emergency stop are not working or not working properly. 
Have this repaired before using the machine.

3.	 Have the KLIMA Lift and cable pull serviced at least once a year 
by an authorised and specialised workshop.
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7	 TROUBLESHOOTING AND REPAIR
7.1	 TROUBLESHOOTING

ISSUE CAUSE REMEDY

The KLIMA 
Lift is not 
working

The cable pull Ⓒ is 
not connected to a 
power source.

Ensure that the mains 
plug Ⓔ is plugged in.

The emergency 
stop Ⓝ is pressed.

4.	 Check that the 
emergency stop Ⓝ is 
pressed. 

5.	 Unlock the emergency 
stop Ⓝ by turning it 
clockwise if so.

The power cable 
may be damaged

1.	 Unplug the mains plug 
Ⓔ from the wall socket.

2.	 Check the power cable 
for damage.

3.	 If the power cable is 
damaged, stop using 
the KLIMA Lift and have 
it repaired by a qualified 
person.
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ISSUE CAUSE REMEDY

KLIMA Lift 
suddenly 
stops 
hoisting

The load is too 
heavy and the safety 
device stops the 
cable pull Ⓒ.

1.	 Call for help and climb 
down safely.

2.	 Unplug the mains plug 
Ⓔ from the wall socket.

3.	 Stabilise the load with 
others or use alternative 
aids (such as a forklift) 
to lower the load slowly 
and in a controlled 
manner.

4.	 Check the KLIMA Lift 
and the cable pull Ⓒ for 
damage before using it 
again.

7.2	 REPAIRING THE MACHINE

 WARNING
RISK OF SEVERE INJURY OR ACCIDENTS! Repair and maintenance 
work on the KLIMA Lift not mentioned in this manual should be 
carried out by authorised and specialised workshops. Repairs 
should only be performed by an electrical specialist.
 
7.3	 FREQUENTLY ASKED QUESTIONS

QUESTION ANSWER

What is the 
maximum lifting 
load of the KLIMA 
Lift?

The maximum lifting load is 75 kg. 

WARNING! Never exceed the maximum 
permitted weight of 75 kg.

Is the KLIMA Lift 
suitable for indoor 
and outdoor use?

Yes, the KLIMA Lift is suitable for indoor and 
outdoor use, but only in dry conditions.
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8	 DISPOSAL
8.1	 RECYCLING OF PARTS
Old or worn parts should be disposed of in the most environmentally 
friendly manner available, e.g., by taking them to an authorised 
recycling centre. Familiarise yourself with national and local 
regulations regarding environmentally friendly disposal of harmful 
substances, such as oil, petrol, lubricants and other potentially 
harmful parts and materials, such as batteries.

8.2	 DISPOSAL OF ELECTRICAL COMPONENTS
The product, accessories, or packaging indicates 
that this device must not be handled as unsorted 
domestic waste but should be collected 
separately!! Dispose of the device via a collection 
point for the recycling of waste electrical and 
electronic equipment if you live in the EU or in 
other European countries that operate separate 
collection systems for waste electrical and 
electronic equipment. Help prevent potential 

environmental and health hazards that may otherwise be caused by 
improper handling of waste equipment by disposing of the device 
properly. Recycling materials contributes to the conservation of 
natural resources. Therefore, never throw your old electrical and 
electronic equipment in unsorted household waste.
 
8.3	 DISPOSAL OF PACKAGING MATERIAL
Dispose of packaging materials through your local recycling facilities. 
You will help prevent potential hazards to the environment and 
human health by disposing of packaging and packaging waste 
properly.
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ANNEX I DECLARATION OF CONFORMITY
EC DECLARATION OF CONFORMITY (No 2025/298-01)

This declaration of conformity has been provided under full responsibility 
of the manufacturer 

MANUFACTURER

Official company name HVAC BV

Full address Albartsweg 4a

7913 VL Hollandscheveld

Country Netherlands

Person authorised to compile 

the technical documents

Mr B. Karssies

MACHINE IDENTIFICATION

Generic name KLIMA Lift

Function Hoisting of outdoor units onto wall brackets

Model Klima-001

Type 1.0

Serial number 

[YY = production year]

KL-YY-001 to KL-YY-999

Trade name Klima Lift

The item described above complies with the relevant European Union harmonisation 
legislation Machinery Directive 2006/42/EC; EMC Directive 2014/30/EU; RoHS 

Directive 2011/65/EU 

Where the following relevant harmonised standards or technical specifications have 
been applied  EN-ISO 12100:2010; EN-IEC 63000:2018

Signed for and on behalf of the manufacturer by:
Place of issue: Hollandscheveld Identity: Mr B. Karssies

Function: CEO

Date of issue: 15-08-2025 Signature:




